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DMH 9791: Depth to Inv Out ~ 18.9' 

Replace w/ New Precast per City Spec's DMH 1980: Depth to Inv Out ~ 20'

Replace w/ New Precast per City Spec's

See "Drainage Pipe Replacement Map"

Replace Existing 24"x36" Brick

with 30" RCP Class V

Replace Existing 12" Pipe with

12" RCP Class IV

12" AC Sewer Main: Depth ~ 11.9'

12" AC Sewer Main: Depth ~ 11.9'

Cut & Cap Existing 12" Cast Iron Water Main, 

Secure with Thrust Block, Remove Pipe for Drainage Replacement

12" AC Sewer Main
12" Cast Iron Water Main

12" Cast Iron Water Main

12" DI Water Main

12" DI Water Main

10" VC Drain Line

SMH: 4' Dia Precast

Barrel Block CB

Depth to Pipe ~ 7'

Barrel Block CB w/ Precast Risers

Depth to Pipe ~7'

Replace Existing 12" Cast Iron Pipe with 12" DI Class V

Allison St

Broadway

Allison St Drain Line
Replacement Plan
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NOTE: The 2 sections of drain line between Kimball St & Dunklee St will be cleaned & lined prior to replacement of DMH 1980 & DMH 9791 
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